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1. Unique identification code of the product-type: EXTERNA nominal thickness from 10.0 to 16.0 mm 
 
2. Intended use: Exterior grade HPL floor covering 

 
3. Manufacturer: ABET LAMINATI S.p.A. - Viale Industria, 21 - 12042 BRA (CN) - Italy 

 Tel. +39 0172 419 111 - Fax: +39 0172 431571 – e-mail: abet@abet-laminati.it 
 
4. System of AVCP: system 3  
 
5. Harmonised standard: EN 14041:2004/AC:2006 
 
6. Notify Body: CSI SpA - n° 0497 
 
7. Performance 

 

Essential characteristics Performance 
Harmonised  

technical specification 

Reaction to fire 

 
BfL-s1 
 
Loose laid or glued on a non-combustible 
substrate.  
Mounting and fixings: loose laid or glued on non-
combustible substrate 

 

 

 

EN 14041:2004/AC:2006 

Content of pentachlorophenol 
(PCP) 

NPD 

Release of formaldehyde  E1 

Water-tightness NPD 

Slipperiness DS 

Electrical behaviour NPD 

Thermal conductivity NPD 

Durability of reaction to fire  NPD 

 
The performance of the product identified above is in conformity with the set of declared performance/s. This 
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole 
responsibility of the manufacturer identified above.  

 
 

Signed for and on behalf of the manufacturer by 
 

 
 
     Simone Abrate 

Bra, 01/09/2022    Technical Director 
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